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Over 2000 New Zealand bushmen are  
engaged in  production chainsaw oper- 
a t ions .  S t a t i s t i c s  indicate  t ha t  
accident frequencies are  high and 
in ju r ies  usually severe. 

I t  cannot be denied t ha t  accident 
prevention i s  preferable t o  injury 
repa i r ,  b u t  what i s  the logging 
industry doing about i t ?  The high 
incidence of severe chainsaw 
in ju r i e s  must concern bushmen and 
those employing bushmen. The 
industry can i l l  afford the human 
trauma and reduced productivity 
from avoidable accidents of t h i s  
nature. 

A 1980 survey conducted by consul- 
t an t s  employed by LIRA, showed 
t ha t  a typical bushman only protects  
h is  head (helmet) and f e e t  (boots) .  
Of the 63 chainsaw in ju r i e s  recorded 
in the Bay of Plenty during 1979, 
39% were t o  lower limbs and 21% to  
hands and arms. ( A l a r m i n g  f i q u r e s  
- t h a t  i s  one i n  e v e r y  1 3  b u s h m e n  
i n j u r e d  b y  the c h a i n s a w . )  

Further investigations reveal t ha t  nearly 50% of these in ju r ies  occurred in delimbing 
and cross-cutt ing and t ha t  many were typical kick-back accidents. 

A survey of overseas l i t e r a t u r e  reveals  t ha t  the problem i s  not en t i r e l y  a New 
Zealand one. C.S. I .  R . O .  reports  t ha t  Australian lower 1 imb i n ju r i e s  from 
chainsaw are  34% of a l l  i n ju r i e s .  Californian f igures are  up  to  38%. 

In Sweden, a posit ive approach with the introduction of protective leg wear, 
has dramatically reduced the incidence of lower 1 inb in ju r ies  by more than 
50%. There i s  no reason why s imi la r  r e su l t s  could not be achieved in New Zealand. 

Other major areas of concern, although not so obvious, a re  loss  of hearing resul t ing 
from long term exposure to  the intensive noise generated by chainsaws, and the 
minor b u t  sometimes severe damage t o  eyes from flying chips. Eye i n ju r i e s  a re  
not well documented because they only occassionally r e su l t  in recorded l o s t  time. 
They can, however, cause downtime and be a painful nuisance. 



RECOMMENDATIONS FOR PROTECTIVE CLOTHING 

Results from LIRA f i e ld  t r i a l s  led t o  recommendations* that  helmets, visors, 
muffs, protective leg wear and safety boots be used by every bushman, and that 
suitable equipment for  the New Zealand environment be developed. A Working 
Group guiding the fe l l ing  and delimbing project asked LIRA to co-ordinate 
industry opinion on specific requi rements and establ ish cr i  t i e r i a  for  protective 
clothing that bushmen would accept and use. A d raf t  outline was circulated to 
the major employers and the i r  comments were collated along with overseas 
information on tested equipment, and the relevant specificaticns s e t  out by the 
Standards Association of New Zealand. 

Additionally, LIRA tested the main i tems of equipment in the f ie ld  with i t s  own 
s t a f f ,  and in a p i lo t  scheme for  training a number of Tasman Pulp & Paper Company 
contract crews. Comprehensive testing has confirmed the pract icabi l i ty  and 
safety of the protective equipment. As a resu l t ,  LIRA considers the following 
as essential c r i te ra  for protective clothing for chainsaw operators: 

Helmets 

( a )  Must meet the 1980 New Zealand Standard 5806 
"Industrial Safety Helmets (Medi um protection)" 

( b )  Should be of bright color (yellow, orange, red, white) for :  

Reflection of heat 

High visabi l i ty  

( c )  Must have replaceable, adjustable harness, that i s  f lexible and 
comfortable to wear. 

( d )  Must be manufactured with provision for attachment of muffs 
and visor. A peak-cap type f ac i l i t a t e s  t h i s .  

Standard safety helmet showing ear muffs and visor in position and retracted. 

" R e f e r e n c e :  D e v e l o p m e n t  o f  S a f e  F e l l i n g  a n d  D e l i m b i n q  T e c h n i q u e s  w i t h  
C h a i n s a w s " .  - R o t o r u a : N e w  Z e a l a n d .  P r e p a r e d  b y  N . Z .  L o g g i n g  I n d u s t r y  
R e s e a r c h  A s s o c i a t i o n  a n d  S w e d f o r e s t  C o n s u l t a n c t  AB,Sweden ,  1 9 8 0  
37 p  - ( P r o j e c t  R e p o r t  No. 1 4 )  . 



Muffs 

( a )  Should reduce no i se  l e v e l  t o  below 85 dB*. 

( b )  Must have ad justment  f o r :  

Pressure on t h e  ea r  

V e r t i c a l  p o s i t i o n  on t h e  head 

L a t e r a l  p o s i t i o n  

( c )  Must be e a s i l y  r e t r a c t a b l e  b u t  n o t  c rea te  a  h indrance when r e t r a c t e d .  

( d )  Must have rep laceab le  1  i n e r s .  

Visors 

( a )  Must be o f  dark ,  n o n - r e f l e c t i v e  mesh, which does n o t  impede v i s i o n .  

( b )  Should be e a s i l y  a t tached  and removed. 

( c )  Must be r e t r a c t a b l e  and capable  of remain ing i n  r e t r a c t e d  p o s i t i o n .  

Trousers 

Protective trousers showing outline of protected area anda section cutopen to 
reveal 24 layers of nylon chameuse. The nylon will clog the teeth of a chain- 

saw, preventing injury. 

(a )  Must p rov ide  f u l l  ank le  t o  g r o i n  p r o t e c t i o n  t o  f r o n t  o f  l e g .  

( b )  Must be 1  i g h t w e i g h t  and p l i a b l e  so as n o t  t o  b i n d  o r  chafe.  

( c )  P r o t e c t i o n  must be sewn i n  p o s i t i o n  t o  s t op  movement around t he  l e g .  

( d )  Must be reasonably  we1 1  c u t  t o  avo id  snagging, and n o t  be loose  f i t t i n g .  

( e )  Should w i t hs tand  b r i e f  c o n t a c t  w i t h  a  h o t  exhaust. 

( f )  Must be e a s i l y  1  aundered and non-shr inkable .  

" R e f e r e n c e :  S t a n d a r d s  A s s o c i a t i o n  o f  A u s t r a l i a  - " H e a r i n g  Protection Devicesff 
S y d n e y  1 9 7 5  ( A S 1 2 7 0 )  



I n  t h e  LIRA f i e l d  t r i a l s ,  P r o t e c t o r  s a f e t y  h e l m e t s ,  NO. HC41, f i t t e d  w i t h  
EN60 m u f f s  and r e t r a c t a b l e  v i s o r s ,  were  u sed  and proved  s a t i s f a c t o r y .  A t  
p r e s e n t  n o  s u i t a b l e  p r o t e c t i v e  t r o u s e r s  a r e  manu fac tured  i n  New Z e a l a n d ,  b u t  
the B r a z i l l i a n  "Nordfor"  brand used  b y  the t r i a l  p a r t i c i p a n t s  were  c o n s i d e r e d  
a c c e p t a b l e .  They  a r e  made o f  100% p o l y e s t e r  w i t h  24 l a y e r s  o f  n y l o n  chameuse 
sewn i n  a s  p r o t e c t i v e  padding .  

To date LIRA has not conducted specific t r i a l s  on safety boots, b u t  recommend 
the fol 1 owing : 

1. They should meet the 1980 New Zealand Standard 5809 "Safety Footwear 
wi t h  Protective Toe Caps". 

2 .  Should be strongly constructed with s t i f f  sole and foot areas, for 
positive grip on steep side slopes. Sel f-cl eari ng commando-style 
tread i s  satisfactory in most applications. 

3. Should lace up  to above the ankle for  full  support. 

The main requirement for a jacket, (apart  from weather protection, ab i l i t y  
t o  breath, and comfort) i s  that i t  be highly visable, particularly the back 
and shoulders area. 

DISCUSSION 

Good, well designed, comfortable and acceptable protective clothing i s  essential 
for bushmen. I t  must be readily available a t  a reasonable price. Currently 
a l l  items outlined above, except the protective trousers, are available in 
New Zealand, and moves are underway to meet the expected demand for leg 
protection. 

Section 3.3 of the "Safety Code for Bush Undertakings", s ta tes  that  suitable 
protective equipment shall be provided for  a l l  bush workers, and that  workers 
should make proper use of this  equipment for  the i r  own safety and the safety 
of others. The responsibility i s  therefore on the employer t o  provide bushmen 
with protective equipment, and on the bushmen to make proper use of such 
equipment. Adequate protection from the chainsaw i s  n o t  going t o  reduce the 
frequency of accidents, b u t  i t  should a t  leas t  minimise the severity of 
injur ies .  I t  i s  seen by LIRA as the f i r s t  step in a procedure for  correct 
training of chainsaw operators. 

A comprehensive bibliography of references relating t o  protective leg clothing 
has been complied by the L I R A  l ibrarian and i s  available t o  members. 

For Further Information Contact: N.Z. LOGGING INDUSTRY RESEARCH ASSOC. INC. 
P.0.Box 147, 
ROTOROA, NEW ZEALAND. Phone 87-168 


