
Figure 1 - Exte Aluminium Stanchions 

Introduction Product Range 

Increasing pressure on transport operators to improve their transport Exte offer a wide range o f  bolster and stanchion designs to  suit 

productivity and efficiency has encouraged the development and use a variety of applications. These include the transportation o f  logs, 

of innovative ideas. An example is reducing tare weight to increase round and sawn timber (such as poles, posts and packet timber) 

the achievable payload within the legal weights and dimensions. and a variety of other goods (Table 1). 

A new product to New Zealand is a steel and aluminium constructed 

bolster and stanchion combination. Among the major benefits o f  

the steel/aluminium combination is the saving o f  weight when 

compared to the usual steel constructed bolsters and stanchions. 

The new bolster and stanchions are currently available under the 

brand name of "Exte System C .  

@L[~o Forestry Solutions 

Private Bag 3020, Rotorua, New Zealand 
Telephone: +64 7 348 7168 Facsimile: +64 7346 2886 

Email: greig.larcombeQfri.cri.nz 



, ,, ,, , ,  , ,.. -- ,,..- 

=,, ,, - L-.. ;, - 1 8 1  '91.- I- I?,, i;'~:--- ;;:;:+:7;:::r"-T!:: - - 
, I  2' .; : ,, - - - ' ,  

, I ,  .= 1.1 ir,,. . ..n, 1d1 ". , .. - ...U ..-= - . I , =  , '  = - , , - - ' 
, . -  - 2: $-t .Ll, ,, #>,,, ~ 

.. . 
, , ...,, . . .... >--- .- - - ,- , , , , . .  - !-=i7.- . . .  ,, -. - - . - - -.-. -!~q'!::: - .,, - . - ,  , , . . 

- ,, ,, ,, ,, ,- 
- - - - =  

:- - -'';-- -. - -  - =,,-< = + - = a , - - . -  _ .,,,,. -,- ._-, ... --mu&-:-!- , ,  , ,  , , 

-6u!pwlun 40 6u!peol u a q ~  pa6ewep aq ues l eq l  s l ~ e d  6u!jsa[o~d .pa~!nba~ uayM pue se pahowal pue pauo!g!sod 

.pal!nbal aq osle hew 

uo!lsauuo3 a y l j o  6u!uo!sua1 dn-Moll04 lenuew awes .saliaurol!y 

~y $sly shalsloq ay i  6uynp 1y6!1 uo!lsauuoJ ay l  daay o i  sdlay 

s!y l  'papaau s! uo!sual-$sod ssal uayM puedxa Alle~!geuroine ley3 

syun 6u!yso(-pas!poue ale suo!pauuo3 asayl :uo!$sauuo~ pallog 

Aue aney suo!ysuels ysol-ys!nb ay l  ~ o u  pawnow qoq ay$~ay$!aly 

.saliaw 8.z 40 iy6!ay peol wnw!xew e aney suo!ysueis asayl 

-Al!sea pue Alys!nb Jalsloq ay l  w o y  panowal aq o~ suo!yaue$s aql 

S M O I ~  ley1 uo!gdo an!leu~a~le ue s! s ! y l  :uo!j~auuo3 ysol-y~!ng 

'Peal 

wnw!xew auuol &.g ay l  6u!6euew lo4 Alessa3au q!un uoddns 

sey u6!sap S - 0 ~ 3  ay i  sealayM 'sap!s ~addn  ly6!ells hla~alduros 

aAey slaisloq a y l  .uo!i3n~lsuo3 Apoq wlo4ield e 40 l ~ e d  se 

pasn aq ueJ su6!sap 5-093 pue S - 0 ~ 3  3 k ~ ~ e p  inoyl!M laqw! l  

pay~ed l o  uMes 40 uo!gei~odsue~i ay i  sMolle s !y l  'sayels ay l  01 

Txau slaulos ayl  u! !!pel ou ale adayl s! ley1 'seale 6u!peol l y6 !e~ ls  

hlaialduo3 aAey suo!y3uels pue laisloq laqw!l uMes pue punou 

aq ues suo!ysuels pue 'papaau se ysap ay l  punole pauo!g!sod aq 

ues ( ~ o l a q  ,,sj!un 6u!y301,, aas) a !un ysol-y~!nb a y l  .suo!len$!s 

40 &a!leh e u! sals!yaA w~o4leld uo pasn aq ue3 suo!ysue$s asayl 

S P O O ~  80 a6u~;21 laraua~ 



Bolster Aitac hments 

The bolster/chassis attachment fasteners are manufactured from steel. They can either be bolted directly to the chassis, or a load cell can 

be mounted between the bolster and chassis. 

Stanchions and Extension Pins 

The stanchions are designed and manufactured from high strength aluminium and can be equipped with or without telesc~pic extension , 
. . 

pins. Table 2 gives the load heights achievable, and the weights of, each stanchion. . . , .  
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Tubk 2 - Stanchions without extension pins 

Telescopic extension pins can be variably adjusted to the loading height desired. A pressure plate simply holds the extension pin in place, 

as shown in Figure 3. Table 3 shows the variable loading heights and associated weights. I 

Table 3 - Stanchions with extension pins 

open I 

Figure 3 - Telescopic stakes 

Maintenance 

Aluminium stanchions are anodised, making them hard wearing, 

dirt repelling and easy to keep clean. This anodisation means the 

stanchions require specialised welding i f  maintenance is required. 

It is recommended that hooks, twitch anchors and other mountings 

on the stanchion be bolted on by the manufacturer/supplier. 
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